
designed to be better.™

Data Communications   |   60 Woodlawn Street   |   West Hartford, CT 06110   |   800.934.5432   |   www.legrand.us

Line Interactive UPS  
– Ultra Low Transfer Time: Quick transfer from AC to battery power
– Automatic Voltage Regulation (AVR): Corrects voltage irregularities
– Pure Sinewave Output: Provides the ideal waveform for the most sensitive equipment
– Input Power Factor: Optimized and ideal efficiency at full load

SKU Description

LU-1100-RTL UPS, Line Interactive, 1.1kVA, 120V, 2U, (8) 5-15R, 5-15P Cord

LU-1500-RTL UPS, Line Interactive, 1.5kVA, 120V, 2U, (8) 5-15R, 5-15P Cord

LU-2000-RTL UPS, Line Interactive, 2kVA, 120V, 2U, (8) 5-20R, 5-20P Cord

LU-3000-RTL UPS, Line Interactive, 3kVA, 120V, 2U, (6) 5-20R, 5-30P Cord

UNINTERRUPTIBLE 
POWER SUPPLY (UPS)
A UPS is designed to protect mission critical equipment from surges, spikes, damage,  
and data corruption or loss by providing power regulation and backup power.

Double-Conversion Online UPS 
– Zero Transfer Time: Seamless transfer of power from AC to battery and inverter to bypass

– True Double-Conversion: Provides the highest protection from raw input power (surges, spikes, and dips)

– Pure Sinewave Output: Provides the ideal waveform for the most sensitive equipment

– Wide Input Voltage Range: Enables stable wide range application usage

–  Input Power Factor Correction: Optimized and ideal efficiency at full load

– Programmable Outlet Bank: Ensures efficient and timely powering down of attached non-critical equipment

– Designed to Work in Tandem with a Generator: Ensures smooth transition to generators during longer outages

–  Optional Remote Management Control: Provides visibility and control of power usage and availability, both on-site  
or at a remote unmanned facility 

– 4-Post Rack Mounting Kit: Included for simplified rack mounting 

–  Tower Mounting Option: Includes feet for non-rack applications, enabling the UPS to stand up by  
providing stability

SKU Description

LU-1000-RT UPS, Online, 1kVA, 120V, 2U, (8) 5-15R, 5-15P Cord

LU-1500-RT UPS, Online, 1.5kVA, 120V, 2U, (8) 5-15R, 5-15P Cord

LU-2000-RT UPS, Online, 2kVA, 120V, 2U, (8) 5-20R, 5-20P Cord

LU-3000-RT UPS, Online, 3kVA, 120V, 2U, (8) 5-20R & (1) L5-30R, 5-30P Cord
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POWER DISTRIBUTION UNIT (PDU)
A PDU is designed to protect and distribute power to attached equipment, with intelligent models 
that provide control, remote monitoring, potential problem notifications, and visibility of usage.
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Legrand’s PDU Product 
Family Overview
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Network Switched Power Distribution Unit
SKU Description

LP-61110 Rack PDU, Network Switched, 1U, 12A, 120V, (8) 5-20R, 5-15P Cord

LP-61210 Rack PDU, Network Switched, 1U, 16A, 120V, (8) 5-20R, L5-20P Cord

LP-62211 Rack PDU, Network Switched, 1U, 16A, 208V, (8) C13, L6-20P Cord

LP-61320 Rack PDU, Network Switched, 2U, 24A, 120V, (16) 5-20R, L5-30P Cord

LP-62320 Rack PDU, Network Switched, 2U, 24A, 208V, (16) C13, L6-30P Cord

LP-61100 Rack PDU, Network Switched, Zero U, 12A, 120V, (8) 5-20R, 5-15P Cord

LP-61200 Rack PDU, Network Switched, Zero U, 16A, 120V, (24) 5-20R, L5-20P Cord

LP-61300 Rack PDU, Network Switched, Zero U, 24A, 120V, (24) 5-20R, L5-30P Cord

LP-62201 Rack PDU, Network Switched, Zero U, 16A, 208V, (21) C13 & (3) C19, L6-20P Cord

LP-62300 Rack PDU, Network Switched, Zero U, 24A, 208V, (21) C13 & (3) C19, L6-30P Cord

Network Metered Power Distribution Unit
SKU Description

LP-41110 Rack PDU, Network Metered, 1U, 12A, 120V, (8) 5-20R, 5-15P Cord

LP-41210 Rack PDU, Network Metered, 1U, 16A, 120V, (8) 5-20R, L5-20P Cord

LP-42211 Rack PDU, Network Metered, 1U, 16A, 208V, (8) C13, L6-20P Cord

LP-41320 Rack PDU, Network Metered, 2U, 24A, 120V, (16) 5-20R, L5-30P Cord

LP-42320 Rack PDU, Network Metered, 2U, 24A, 208V, (12) C13 & (4) C19, L6-30P Cord

LP-41100 Rack PDU, Network Metered, Zero U, 12A, 120V, (10) 5-20R, 5-15P Cord

LP-41200 Rack PDU, Network Metered, Zero U, 16A, 120V, (24) 5-20R, L5-20P Cord

LP-41300 Rack PDU, Network Metered, Zero U, 24A, 120V, (24) 5-20R, L5-30P Cord

LP-42201 Rack PDU, Network Metered, Zero U, 16A, 208V, (18) C13 & (2) C19, L6-20P Cord

LP-42300 Rack PDU, Network Metered, Zero U, 24A, 208V, (36) C13 & (6) C19, L6-30P Cord

Basic Power Distribution Unit
SKU Description

LP-21110 Rack PDU, Basic, 1U, 12A, 120V, (10) 5-20R, 5-15P Cord

LP-21210 Rack PDU, Basic, 1U, 16A, 120V, (10) 5-20R, 5-20P Cord

LP-21211 Rack PDU, Basic, 1U, 16A, 120V, (10) 5-20R, L5-20P Cord

LP-21310 Rack PDU, Basic, 1U, 24A, 120V, (10) 5-20R, L5-30P Cord

LP-22210 Rack PDU, Basic, 1U, 16A, 208V, (12) C13, L6-20P Cord

LP-22310 Rack PDU, Basic, 1U, 24A, 208V, (10) C13, L6-30P Cord

LP-22311 Rack PDU, Basic, 1U, 24A, 208V, (4) C19, L6-30P Cord

LP-21100 Rack PDU, Basic, Zero U, 12A, 120V, (14) 5-20R, 5-15P Cord

LP-21200 Rack PDU, Basic, Zero U, 16A, 120V, (14) 5-20R, L5-20P Cord

LP-21201 Rack PDU, Basic, Zero U, 16A, 120V, (24) 5-20R, L5-20P Cord

LP-21300 Rack PDU, Basic, Zero U, 24A, 120V, (24) 5-20R, L5-30P Cord

LP-22200 Rack PDU, Basic, Zero U, 16A, 208V, (20) C13 & (4) C19, L6-20P Cord

LP-22300 Rack PDU, Basic, Zero U, 24A, 208V, (20) C13 & (4) C19, L6-30P Cord


