STANDARD FEATURES
- Type 300 series stainless steel construction
- 14 gauge stainless tanks and drain boards
- 11" high x 2½" deep back splash
- Stainless steel pump and impeller
- Self-draining pump
- Sink front trim panel
- Eight 1½" diameter wash nozzles
- Removable, welded H frame leg sets and adjustable bullet feet
- Detachable and adjustable height cross rails
- Dual inlet strainers
- Centrifugal pump with 2.5" diameter intake and 2" diameter outlet
- 2 H.P. totally enclosed (TEFC) wash pump motor with permanently sealed bearings
- Low water protection for wash pump motor
- Inherent motor overload protection, automatic reset
- 20"L x 16"W x 5¾"D deep scrapping sink or 28"L x 16¼"W x 11"D deep scrapping sink with 27"L x 18¾"W x 4¾"D deep shelf

DIRECTION FROM SOILED TO CLEAN END
- Right to Left
- Left to Right

VOLTAGE
- 208-240/60/3
- 480/60/3

OPTIONS AT ADDITIONAL COST
- 1½" IPS scrapper drain (shipped loose)
- 2" IPS sink drains (shipped loose)
- 2" IPS sink drain w/overflow (drains shipped loose)
- ¾" mixing faucets (shipped loose) Qty. _____
- ½" pre-rinse spray (shipped loose)
- Wash sink heater with high temperature and low water protection
- Adjustable (by Hobart service) pump shutdown timer
- High volume wash sink sump (12" x 12" x 3¾" deep) with removable strainer
- Wash sink separator available (for wash sinks 42" or larger)
- Auto fill
- Utensil basket
- Hobart disposer with separate or single point electrical connection
  - 15" deep over shelves with wall brackets Qty. _____
- 4’ over shelf
- 6’ over shelf
- 8’ over shelf
- 10’ over shelf (split 6’ and 4’)
- 12’ over shelf (split 6’ and 6’)
- 14’ over shelf (split 8’ and 6’)
- 16’ over shelf (split 8’ and 8’)
- 18’ over shelf (split 6’, 4’ and 8’)
- 20’ over shelf (split 2’-6’ and 2’-4’)
- Under shelf for clean end drain boards 30" and over
- Pan rack, 7 pan capacity
- Chemical pumps

Specifications, Details and Dimensions on Inside and Back.
WARNING

ELECTRICAL AND GROUNDING CONNECTIONS MUST COMPLY WITH THE APPLICABLE PORTIONS OF THE NATIONAL ELECTRICAL CODE AND/OR OTHER LOCAL ELECTRICAL CODES. PLUMBING CONNECTIONS MUST COMPLY WITH APPLICABLE SANITARY, SAFETY, AND PLUMBING CODES.

### TurboWash II with Electric Heat

<table>
<thead>
<tr>
<th>ELEC. SPECS.</th>
<th>RATED AMPS</th>
<th>MINIMUM SUPPLY CIRCUIT CONDUCTOR AMPERAGE</th>
<th>MAXIMUM OVERCURRENT PROTECTIVE DEVICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>208-240/60/3</td>
<td>17.0</td>
<td>20</td>
<td>20</td>
</tr>
<tr>
<td>480/60/3</td>
<td>10.2</td>
<td>15</td>
<td>15</td>
</tr>
</tbody>
</table>

### TurboWash (w/o Electric Heat)

<table>
<thead>
<tr>
<th>ELEC. SPECS.</th>
<th>RATED AMPS</th>
<th>MINIMUM SUPPLY CIRCUIT CONDUCTOR AMPERAGE</th>
<th>MAXIMUM OVERCURRENT PROTECTIVE DEVICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>208-240/60/3</td>
<td>5.6</td>
<td>15</td>
<td>15</td>
</tr>
<tr>
<td>480/60/3</td>
<td>5.1</td>
<td>15</td>
<td>15</td>
</tr>
</tbody>
</table>

### Diagram Details
- **5 3/8" Deep Scrapper Drain**: Location and dimensions as per specifications.
- **6" Pre-Rinse Sprayer Location**: Positioned for optimal pre-rinse effectiveness.
- **6" Primary Faucet Loc.**: Essential for water flow.
- **4" Chemical Feed Location**: Necessary for chemical application.
- **25 5/8" Scrapper Drain**: Important for drainage efficiency.
- **5 13/16" Auto Fill**: For automatic filling of the unit.
- **11 1/8" Electrical Connection**: Suitable for electrical connections.
- **11" Splash Height Back or End**: Ensures safety standards.
- **24" Table Height**: Standard for workspace and accessibility.
**TURBOWASH II WITH 36" SCRAPPER**

**WARNING**

**ELECTRICAL AND GROUNDING CONNECTIONS**

**ELECTRICAL CONNECTIONS:**
- **Primary Faucet:** 1/2" FPT, 36-1/16" AFF.
- **Scrapper Faucet:** 1/2" FPT, 36-1/16" AFF.
- **Rinse Faucet:** 1/4" FPT, 36-1/16" AFF.
- **Chemical Feed:** 3/4" FPT, 4-1/16" AFF.

**PLUMBING CONNECTIONS:**
- **Waste:** 2" MPT, 11-1/2" AFF.
- **Drain:** 3" MPT, 10-1/2" AFF.

**ELEC. SPECS.**
- **Rated Amps:** 12.0
- **Minimum Circuit Current (Amps):** 20
- **Maximum Overcurrent Protective Device:** 20

**Dimensions:**
- **Overall Height:** 34" (including splash back)
- **Dispenser Clearance:** 20.5"
- **Table Height:** 45"
- **Scrubber Height:** 31" from back or end
- **Pre-Rinse Sprayer Location:** 14" from front
- **Primary Faucet Location:** 4-1/2" from front
- **Chemical Feed Location:** 4" from front
- **Automatic Fill Location:** 11 7/8"
- **Scrubber Location:** 19 1/4"
- **Waste Location:** 5 13/16"

**DRAINBOARDS 30" & OVER REQUIRE EXTRAL EGG AND REAR CROSSMEMBER (NOT REQUIRED WITH DURAMACHINE CONNECTION)**

---

**F39607 – Turbowash II with Scraper**

Page 5 of 8
TURBOWASH II WITH DISPOSER

DETAILS AND DIMENSIONS

<table>
<thead>
<tr>
<th>DRAINAGE BORDS 30&quot; &amp; OVER TO REAR OF WALL</th>
<th>NO REAR EXTRA LEGS AND NEAR DISPOSER WITH DISHWASHER CONNECTION</th>
</tr>
</thead>
</table>

WARNING
ELECTRICAL AND GROUNDING CONNECTIONS MUST COMPLY WITH THE APPLICABLE PORTIONS OF THE NATIONAL ELECTRICAL CODE AND/OR OTHER LOCAL ELECTRICAL CODES.

PLUMBING CONNECTIONS MUST COMPLY WITH APPLICABLE SANITARY, SAFETY, AND PLUMBING CODES.

749868
TurboWash II
W36" DISPOSER
SCRAPER
L-R OPERATION
REV. P

TurboWash WITH ELECTRIC HEAT

<table>
<thead>
<tr>
<th>ELEC. SPECS.</th>
<th>RATED AMPS</th>
<th>MINIMUM CIRCUIT CONDUCTOR AMPERAGE</th>
<th>MAXIMUM OVERCURRENT PROTECTIVE DEVICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>208-240/60/3</td>
<td>17.0</td>
<td>20</td>
<td>20</td>
</tr>
<tr>
<td>440/60/3</td>
<td>10.2</td>
<td>15</td>
<td>15</td>
</tr>
</tbody>
</table>

TurboWash (W/OUT ELECTRIC HEAT)

<table>
<thead>
<tr>
<th>ELEC. SPECS.</th>
<th>RATED AMPS</th>
<th>MINIMUM CIRCUIT CONDUCTOR AMPERAGE</th>
<th>MAXIMUM OVERCURRENT PROTECTIVE DEVICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>208-240/60/3</td>
<td>5.6</td>
<td>15</td>
<td>15</td>
</tr>
<tr>
<td>440/60/3</td>
<td>5.1</td>
<td>15</td>
<td>15</td>
</tr>
</tbody>
</table>
As continued product improvement is a policy of Hobart, specifications are subject to change without notice.