naulsen RMC SERIES

16-CRATE SLIDING DOOR
FORCED-AIR MILK COOLER
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Item #: Qty: | Model #: SIS #:

RMC SERIES - STAINLESS STEEL EXTERIOR & INTERIOR
SPECIFICATIONS

DIMENSIONAL DATA
Capacity 13" x 13” 16 Crates
Capacity 13” x 19" 10 Crates
Length in. 58 (147.3 cm)
Depth Single Access in. | 32-1/8 (81.6 cm)
Depth Dual Access in. | 34-1/4 (87 cm)
Overall Height in.2 46 (116.8 cm)
ELECTRICAL DATA
Horsepower' 174
Amps 3.2
Voltage 115/60/1
NEMA 5-15P
Representive 49" model shown REFRIGERATION DATA
58" WIDE MODEL Refrigerant R-290
RMC58S4 (single access) Charge Amount oz. 2.5(70.9 9)
RMC58D4 (dual access) BTU 2100
When ordering please specify:
Voltage, Hinging, and Options @
PLAN VIEW NEMA 5-15P

1. Based on 90°F ambient & 20°F evaporator.
2. Overall height includes 4" (10.2 cm) for casters.
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REFRIGERATION SYSTEM

« Self-contained, top-mounted removable system uses
environmentally friendly, minimal GWP R-290 refrigerant

« Top-breathing system allows zero-clearance installation

- High performance, balanced system operates at 34-38°F (11-
3.3°C) to maintain consistent, food-safe temperatures

- Specialized, clock-wise forced airflow design
« Water-resistant microprocessor control with an LED display

- Thermostatic expansion valve metering device

CABINET CONSTRUCTION

« Stainless steel exterior and interior

» Reinforced cabinet exterior bottom

- Floor drain with plug for easy cleaning

- Heavy duty, removable stainless steel dunnage racks protect
cabinet interior and protect proper airflow

« Industry’s lowest access height 18.5” (47 cm)

+ Cabinet is insulated with an average of 2" (5.1 cm) thick high
density, non-CFC foamed-in-place polyurethane

- A set of (6) 4” (10.2 cm) high casters; on adjustable channel
system

« 6' (1.8 m) cord & plug provided

DOOR(S)

« Industry’s first sliding door design
» Stainless steel handles
« Lockable, insulated doors

« Magnetic, snap-in EZ-Clean™ door gasket(s) are chemical-
resistant

FIELD-INSTALLED OPTIONS
- Set of (6) 6” (15.2 cm) casters (RMCACC-66CASTER)
« Corner guard kit; (4) bumpers (MCACC-BUMPER)

- Refrigeration system replacement; compatible with models
using R-290 refrigerant only (RMCACC-SYS58)

WARRANTY

Both a six-year parts and labor warranty, and an additional
one-year compressor parts warranty (for a total of seven
years) are provided standard.

@ CAD and/or Revit Files Available

https://traulsen.kclcad.com
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